The segmental relaxation dynamics of poly(methyl methacrylate)/silica (PMMA/SiO 2 ) nanocomposites with different compositions (φ SiO 2 ) near and above the glass transition temperature were investigated by mechanical spectroscopy. At φ SiO 2 ≤ 0.5%, the α peak temperature hardly changes with φ SiO 2 , but that of α' relaxation composed of Rouse and sub-Rouse modes decreases by 15 • C due to the increase of free volume. At φ SiO 2 ≥ 0.7%, both α and α' relaxations shift to high temperatures because of the steric hindrance introduced by nanoparticle agglomeration. On the other hand, with increasing φ SiO 2 , the peak height for α relaxation increases at φ SiO 2 ≤ 0.5% and then decreases at φ SiO 2 ≥ 0.7%, but that for α' relaxation shows an opposite behavior. This is because at low φ SiO 2 , the short-chain segments related to α relaxation can easily bypass the particles, but the longer-chain segments related to α' relaxation cannot. At high φ SiO 2 , the polymer chains were bound to the nanoparticles due to the physical adsorption effect, leading to the decrease of relaxation unit concentration involved in α relaxation. However, the dissociation of those bonds with heating and the concentration heterogeneity of polymer chains result in the increase of peak height for α' relaxation.
Introduction
Compared with the traditional polymer composites, polymer nanocomposites produced by adding various nanoparticles to polymer matrices have received much attention due to their significantly improved physicochemical properties, such as mechanical performance or electrical conductivity [1] [2] [3] . To date, a number of studies on modifications of nanoparticles such as size, fraction, and surface decoration have been performed to reveal the effect of nanoparticles and uncover the mechanisms of the properties' enhancement of polymer nanocomposites. It has been shown that the interfacial polymer layer surrounding nanoparticles plays an important role in changing the dynamics and macroscopic properties of polymer nanocomposites [4, 5] . The surface area of nanoparticles increases with the decreasing particle size, which leads to the increase of interfacial layer volume fraction and ultimately slows down the relaxation process [6] . However, recent studies reported that nanoparticles usually play a plasticizer role in the polymer matrix if the particles are small enough to result in reversing the dynamics [7, 8] . Meanwhile, the interaction between nanoparticles and polymer chains has a great influence on the segmental mobility and dynamics of polymer nanocomposites. If the interaction is attractive, the glass transition process of polymer nanocomposites becomes broader and the glass transition temperature (T g ) shifts to higher temperature, which indicates a slower relaxation process
Characterization
The morphology and distribution of silica nanoparticles were characterized by transmission electron microscope (TEM, JEM2010, JEOL, Japan). The Fourier transition infrared spectra (FTIR) were measured to examine the interaction between PMMA and SiO 2 nanoparticles using a Thermo-Nicolet (NEXUS G2192) spectrometer (Thermo Nicolet Corporation, Waltham, MA, US) at room temperature. For all samples, the spectra were taken in the wavenumber range from 400 to 4000 cm −1 with a resolution of 4 cm −1 . The T g values of pure PMMA and PMMA/SiO 2 nanocomposites were obtained by means of the differential scanning calorimeter (DSC, Q2000, TA Instruments, New Castle, DE, US) at a heating rate of 10 • C/min over 30 to 200 • C under nitrogen atmosphere.
To investigate the segmental relaxation dynamics of PMMA/SiO 2 nanocomposites in the glass-rubber softening dispersion, the mechanical spectroscopy measurements were obtained by the forced-vibration method on a modified low-frequency inverted torsion pendulum. The detailed information of the instrument has been provided elsewhere [35] . The nonisothermal measurements of mechanical loss tangent (tan δ) and relative modulus (G) of the composites were measured at fixed frequencies of 0.05, 0.1, 0.5, 1.0, 2.0, and 4.0 Hz with a cooling rate of 1 K min −1 from 80 to 250 • C after preheating at 250 • C for two hours to ensure complete melting of samples. The isothermal measurements were carried out over a frequency range from 2 × 10 −1 to 60 Hz at constant temperatures. All the mechanical measurements were performed under argon atmosphere with a pressure of 0.1 MPa to protect the samples from degradation and oxidation.
Results and Discussion
3.1. The Morphology and Interaction Characterization of PMMA/SiO 2 Nanocomposites Figure 1 shows the TEM images of PMMA/SiO 2 nanocomposites with different compositions. It can be seen that the silica nanoparticles are uniformly dispersed in the polymer matrix when φ SiO 2 ≤ 0.5%, while the particles tend to agglomerate at φ SiO 2 ≥ 0.7%. The aggregation also leads to the uneven distribution of silica nanoparticles.
Polymers 2019, 11, x FOR PEER REVIEW 3 of 14 PMMA/SiO2-0.5%, and so on. In order to ensure the uniform dispersion of silica nanoparticles in polymer matrix, the particles were dispersed in N,N-dimethylacetamide (J&K Scientific LTD., Shanghai, China) and ultrasonicated for 30 min in a water bath. Then, PMMA was added to the solution in desired amounts and mixed by the magnetic stirrer. Finally, the samples were dried in a vacuum oven at 50 °C for two days to completely remove the solvent.
Characterization
The morphology and distribution of silica nanoparticles were characterized by transmission electron microscope (TEM, JEM2010, JEOL, Japan). The Fourier transition infrared spectra (FTIR) were measured to examine the interaction between PMMA and SiO2 nanoparticles using a ThermoNicolet (NEXUS G2192) spectrometer (Thermo Nicolet Corporation, Waltham, MA, US) at room temperature. For all samples, the spectra were taken in the wavenumber range from 400 to 4000 cm −1 with a resolution of 4 cm −1 . The Tg values of pure PMMA and PMMA/SiO2 nanocomposites were obtained by means of the differential scanning calorimeter (DSC, Q2000, TA Instruments, New Castle, DE, US) at a heating rate of 10 °C/min over 30 to 200 °C under nitrogen atmosphere.
To investigate the segmental relaxation dynamics of PMMA/SiO2 nanocomposites in the glassrubber softening dispersion, the mechanical spectroscopy measurements were obtained by the forced-vibration method on a modified low-frequency inverted torsion pendulum. The detailed information of the instrument has been provided elsewhere [35] . The nonisothermal measurements of mechanical loss tangent (tan δ) and relative modulus (G) of the composites were measured at fixed frequencies of 0.05, 0.1, 0.5, 1.0, 2.0, and 4.0 Hz with a cooling rate of 1 K min −1 from 80 to 250 °C after preheating at 250 °C for two hours to ensure complete melting of samples. The isothermal measurements were carried out over a frequency range from 2 × 10 −1 to 60 Hz at constant temperatures. All the mechanical measurements were performed under argon atmosphere with a pressure of 0.1 MPa to protect the samples from degradation and oxidation. Figure 1 shows the TEM images of PMMA/SiO2 nanocomposites with different compositions. It can be seen that the silica nanoparticles are uniformly dispersed in the polymer matrix when ϕ SiO 2 ≤ 0.5%, while the particles tend to agglomerate at ϕ SiO 2 ≥ 0.7%. The aggregation also leads to the uneven distribution of silica nanoparticles. It is expected that hydroxyl groups on the silica surface and the carbonyl groups of the polymer will form hydrogen bonding interactions between PMMA and silica nanoparticles. Figure 2 shows the FTIR spectra of PMMA/SiO 2 nanocomposites with different silica contents. The absorption band located around 1736 cm −1 can be observed from the spectra, which is attributed to the vibrations of the carbonyl groups in PMMA. As reported in previous literature, the absorption band will broaden or shift in frequency if the carbonyl groups of polymer form hydrogen bonding with nanoparticles [30] . However, as Figure 2 shows, the position and width of the carbonyl groups' absorption band shows no obvious change in PMMA/SiO 2 nanocomposites, indicating a weak interaction between silica nanoparticles and PMMA. This may be because the silica nanoparticles are too small to spontaneously agglomerate due to their large surface energy. This is may be the reason why the silica nanoparticles begin to aggregate in the polymer matrix when φ SiO 2 ≥ 0.7%.
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The Morphology and Interaction Characterization of PMMA/SiO2 Nanocomposites
It is expected that hydroxyl groups on the silica surface and the carbonyl groups of the polymer will form hydrogen bonding interactions between PMMA and silica nanoparticles. Figure 2 shows the FTIR spectra of PMMA/SiO2 nanocomposites with different silica contents. The absorption band located around 1736 cm −1 can be observed from the spectra, which is attributed to the vibrations of the carbonyl groups in PMMA. As reported in previous literature, the absorption band will broaden or shift in frequency if the carbonyl groups of polymer form hydrogen bonding with nanoparticles [30] . However, as Figure 2 shows, the position and width of the carbonyl groups' absorption band shows no obvious change in PMMA/SiO2 nanocomposites, indicating a weak interaction between silica nanoparticles and PMMA. This may be because the silica nanoparticles are too small to spontaneously agglomerate due to their large surface energy. This is may be the reason why the silica nanoparticles begin to aggregate in the polymer matrix when ϕ SiO 2 ≥ 0.7%. Figure 2 . FTIR spectra of PMMA/SiO2 polymer nanocomposites with different silica contents. Figure 3 shows the DSC results of PMMA/SiO2 nanocomposites with different compositions. For pure PMMA, the value of Tg is about 103.2 °C. With increasing silica nanoparticles, the glass transition processes broaden and Tg values shift to high temperatures, indicating the slowing down of relaxation dynamics. This is consistent with the previous works, which show that the increase of Tg and slowing down of segmental dynamics can be observed even in the absence of interaction between the polymer and nanoparticles [36, 37] . Figure 3 shows the DSC results of PMMA/SiO 2 nanocomposites with different compositions. For pure PMMA, the value of T g is about 103.2 • C. With increasing silica nanoparticles, the glass transition processes broaden and T g values shift to high temperatures, indicating the slowing down of relaxation dynamics. This is consistent with the previous works, which show that the increase of T g and slowing down of segmental dynamics can be observed even in the absence of interaction between the polymer and nanoparticles [36, 37] . 
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The Segmental Relaxation Dynamics of PMMA/SiO2 Nanocomposites
For the sake of further study on the segmental relaxation dynamics of the polymer nanocomposites, we carried out mechanical spectroscopy measurements over a wide temperature range. Previous studies show that compared with the loss modulus G" and storage modulus G, the mechanical loss tangent is more sensitive to the relaxation modes involving longer-chain segmental motion [20, 38] . Figure 4 shows the temperature dependence of mechanical loss (tan δ) and relative modulus (G) for pure PMMA and a typical PMMA/SiO2-0.7% nanocomposite at different frequencies from 80 to 250 °C. For both samples, the tan δ spectra exhibit an asymmetrical double-peak structure, labeled as the α and α' peaks. From Figure 4 , the α peak temperatures of pure PMMA and PMMA/SiO2-0.7% nanocomposite are roughly equal to their Tg values determined by DSC, so the α relaxation process is related to the local segmental mode, which is ascribed to the cooperative rearrangement of chain segments involving local motion of only a few backbone bonds. On the other hand, the mechanical loss α' peak at higher temperature, which is composed of the sub-Rouse modes and the Rouse modes, is associated with the motion of longer-chain segments [39] , which usually involves the motion of 10 to 50 or more backbone bonds [40] . Because of the overlap and coupling of different molecular modes, it is difficult to resolve the contribution of each mode. Here, according to a nonlinear fitting method, the asymmetrical structure could be fitted well by three peaks (α, subRouse, and Rouse modes) with distributions in relaxation time [39, 41] . Details of the fitting results are given only at 0.05 Hz for clarity, as shown in Figure 4 . 
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For the sake of further study on the segmental relaxation dynamics of the polymer nanocomposites, we carried out mechanical spectroscopy measurements over a wide temperature range. Previous studies show that compared with the loss modulus G" and storage modulus G, the mechanical loss tangent is more sensitive to the relaxation modes involving longer-chain segmental motion [20, 38] . Figure 4 shows the temperature dependence of mechanical loss (tan δ) and relative modulus (G) for pure PMMA and a typical PMMA/SiO 2 -0.7% nanocomposite at different frequencies from 80 to 250 • C. For both samples, the tan δ spectra exhibit an asymmetrical double-peak structure, labeled as the α and α' peaks. From Figure 4 , the α peak temperatures of pure PMMA and PMMA/SiO 2 -0.7% nanocomposite are roughly equal to their T g values determined by DSC, so the α relaxation process is related to the local segmental mode, which is ascribed to the cooperative rearrangement of chain segments involving local motion of only a few backbone bonds. On the other hand, the mechanical loss α' peak at higher temperature, which is composed of the sub-Rouse modes and the Rouse modes, is associated with the motion of longer-chain segments [39] , which usually involves the motion of 10 to 50 or more backbone bonds [40] . Because of the overlap and coupling of different molecular modes, it is difficult to resolve the contribution of each mode. Here, according to a nonlinear fitting method, the asymmetrical structure could be fitted well by three peaks (α, sub-Rouse, and Rouse modes) with distributions in relaxation time [39, 41] . Details of the fitting results are given only at 0.05 Hz for clarity, as shown in Figure 4 . Figure 5 shows the mechanical spectra for pure PMMA and PMMA/SiO2 nanocomposites with different components at 0.1 Hz. It can be seen that the polymer nanocomposites all exhibit the asymmetrical loss structure composed of α and α' relaxation processes. Note that the peak temperature and height of these two peaks show strong composition dependence. The variation of the α and α' relaxation peak temperature deviations (ΔT) and peak heights (tan δmax) of PMMA/SiO2 nanocomposites with different silica contents at 0.1 Hz are shown in Figure 6a ,b, respectively. When ϕ SiO 2 ≤ 0.5%, the α peak temperature hardly changes, and until ϕ SiO 2 ≥ 0.7%, the α peak temperature increases with the increasing silica loading, and increases by about 6 °C at ϕ SiO 2 = 2.0%. This result is agreement with the result obtained by DSC. However, the α' relaxation peak shows a different behavior to the α process. The α' peak temperature firstly decreases and drops by 15 °C at ϕ SiO 2 = 0.5%, while at ϕ SiO 2 ≥ 0.7%, it begins to increase. As for the peak height in Figure 6b , the value of the α process increases with the increase of silica content when ϕ SiO 2 ≤ 0.5%, but when ϕ SiO 2 ≥ 0.7%, tan δmax decreases. On the contrary, the α' peak height firstly decreases and then increases with the increase of silica content. Figure 5 shows the mechanical spectra for pure PMMA and PMMA/SiO 2 nanocomposites with different components at 0.1 Hz. It can be seen that the polymer nanocomposites all exhibit the asymmetrical loss structure composed of α and α' relaxation processes. Note that the peak temperature and height of these two peaks show strong composition dependence. The variation of the α and α' relaxation peak temperature deviations (∆T) and peak heights (tan δ max ) of PMMA/SiO 2 nanocomposites with different silica contents at 0.1 Hz are shown in Figure 6a ,b, respectively. When φ SiO 2 ≤ 0.5%, the α peak temperature hardly changes, and until φ SiO 2 ≥ 0.7%, the α peak temperature increases with the increasing silica loading, and increases by about 6 • C at φ SiO 2 = 2.0%. This result is agreement with the result obtained by DSC. However, the α' relaxation peak shows a different behavior to the α process. The α' peak temperature firstly decreases and drops by 15 • C at φ SiO 2 = 0.5%, while at φ SiO 2 ≥ 0.7%, it begins to increase. As for the peak height in Figure 6b , the value of the α process increases with the increase of silica content when φ SiO 2 ≤ 0.5%, but when φ SiO 2 ≥ 0.7%, tan δ max decreases. On the contrary, the α' peak height firstly decreases and then increases with the increase of silica content. It is accepted that the relaxation peak temperature in the mechanical loss spectra partly reflects the rotational or reptational energy barrier of polymer segments, and the low transition temperature indicates a lower energy barrier [42] . The addition of silica nanoparticles to the PMMA matrix has two effects on the motion of chain segments, i.e., free volume and steric hindrance. As the α relaxation involves only a few backbone bonds and the weak interaction between the nanoparticles and polymer, the nanoparticles have little influence on the dynamics of α relaxation at low silica loading and there is no obvious change in the peak temperature. Lin et al. [33] also reported that introduction of silica nanoparticles has no significant effect on α relaxation dynamics due to the absence of interaction between silica and polymer, which is consistent with the results presented here. However, the α' It is accepted that the relaxation peak temperature in the mechanical loss spectra partly reflects the rotational or reptational energy barrier of polymer segments, and the low transition temperature indicates a lower energy barrier [42] . The addition of silica nanoparticles to the PMMA matrix has two effects on the motion of chain segments, i.e., free volume and steric hindrance. As the α relaxation involves only a few backbone bonds and the weak interaction between the nanoparticles and polymer, the nanoparticles have little influence on the dynamics of α relaxation at low silica loading and there is no obvious change in the peak temperature. Lin et al. [33] also reported that introduction of silica nanoparticles has no significant effect on α relaxation dynamics due to the absence of interaction between silica and polymer, which is consistent with the results presented here. However, the α' It is accepted that the relaxation peak temperature in the mechanical loss spectra partly reflects the rotational or reptational energy barrier of polymer segments, and the low transition temperature indicates a lower energy barrier [42] . The addition of silica nanoparticles to the PMMA matrix has two effects on the motion of chain segments, i.e., free volume and steric hindrance. As the α relaxation involves only a few backbone bonds and the weak interaction between the nanoparticles and polymer, the nanoparticles have little influence on the dynamics of α relaxation at low silica loading and there is no obvious change in the peak temperature. Lin et al. [33] also reported that introduction of silica nanoparticles has no significant effect on α relaxation dynamics due to the absence of interaction between silica and polymer, which is consistent with the results presented here. However, the α' relaxation process associated with the longer-chain segmental relaxation shows strong composition dependence. At φ SiO 2 ≤ 0.5%, the nanoparticles are uniformly dispersed in the PMMA matrix, as shown by TEM images, and effectively increase the distance between adjacent PMMA chains. Therefore, the polymer chains easily relax due to the increase of free volume, leading to the decrease of α' relaxation temperature. However, the higher content of silica nanoparticles leads to agglomeration and undoubtedly induces steric obstacles to hinder the segmental motion, resulting in the increase of the required energy barrier.
On the other hand, the height of relaxation peak generally reflects the concentration of motion units involved in the relaxation. Figure 6b suggests that the concentration of motion units of α relaxation first increased and then decreased with increasing silica nanoparticle content, while the α' relaxation process shows the opposite behavior. At low silica nanoparticle loading, the motion units of α relaxation contain only a few backbone bonds (about 1-2 nm long), which can easily bypass the nanoparticles, and more local segments of PMMA can relax due to the larger free volume induced by the nanoparticles. However, the α' relaxation associated with the longer-chain segmental relaxation involves 10-50 or more backbone bonds (about several tens of nanometers in length), which makes it more difficult to bypass the nanoparticles, leading to the decrease of α' relaxation motion units. However, as Holt et al. and Fragiadakis et al. [14, 43] reported, the interfacial layer (about 2-4 nm) could be formed at high nanoparticle loading, owing to the physical adsorption effect, even in the absence of attraction between the polymer and nanoparticles. The length-scale of motion units involved in α relaxation is about 1-2 nm, so the α relaxation units were bonded to nanoparticles, resulting in the decrease of the concentration of motion units involved in α relaxation at high silica loading. However, as temperature increases, the bonds between polymer chains and nanoparticles gradually dissociate, as shown in the inset of Figure 7 . Further, at high silica content, the inhomogeneous distribution of silica nanoparticles in PMMA leads to the strong overlap of interfacial layer regions and the local heterogeneity of polymer chain concentration, as illustrated in Figure 7 . With increasing temperature, the longer-chain clusters at the overlapped interface layers with larger polymer chain density than the matrix begin to relax and dissociate. This may be the reason why the concentration of relaxation units of the α' process increases at φ SiO 2 ≥ 0.7%. This is consistent with the result of Lin et al. [33] , who found that the segmental relaxation peak intensity of the interfacial layer increases with increasing temperature. shown by TEM images, and effectively increase the distance between adjacent PMMA chains. Therefore, the polymer chains easily relax due to the increase of free volume, leading to the decrease of α' relaxation temperature. However, the higher content of silica nanoparticles leads to agglomeration and undoubtedly induces steric obstacles to hinder the segmental motion, resulting in the increase of the required energy barrier. On the other hand, the height of relaxation peak generally reflects the concentration of motion units involved in the relaxation. Figure 6b suggests that the concentration of motion units of α relaxation first increased and then decreased with increasing silica nanoparticle content, while the α' relaxation process shows the opposite behavior. At low silica nanoparticle loading, the motion units of α relaxation contain only a few backbone bonds (about 1-2 nm long), which can easily bypass the nanoparticles, and more local segments of PMMA can relax due to the larger free volume induced by the nanoparticles. However, the α' relaxation associated with the longer-chain segmental relaxation involves 10-50 or more backbone bonds (about several tens of nanometers in length), which makes it The time-temperature superposition (TTS) is the fundamental principle usually used for analyzing the dynamics of supercooled liquid and polymers. The validity of TTS indicates that the change of temperature moves only the time scale of the entire mechanical response and does not affect the shape of the loss spectrum [44, 45] . The normalized master curves of the loss tangent tan δ/tan δ max as a function of f /f max for pure PMMA and PMMA-2% SiO 2 are shown in Figure 8 . As observed, the curves fail to superpose at high-and low-frequency sides, indicating that the TTS principle is invalid over the entire temperature range, which results from the different temperature dependence of various relaxation modes in the polymer [20, 46] . Note that the normalized master curves of relaxation peaks are broader than the classical Debye response, indicating a broader relaxation time distribution. The normalized master curves of PMMA/SiO 2 nanocomposites with different compositions are compared at 123 and 140 • C in Figure 9 . Compared with the relaxation peaks of the system at 123 • C, the width broadening at 140 • C is more pronounced as the content of silica increases. Further, the mechanical loss spectra at the low-frequency side, which is related to the α' relaxation, deviates obviously from a standard Debye behavior, especially for composites with φ SiO 2 ≥ 0.7%. This feature demonstrates that the addition of silica nanoparticles broadens the relaxation time distribution and influences the movement environment of relaxing species in the polymer nanocomposites, particularly for α' relaxation and a high filler system. According to the theoretical approaches proposed by Nakazawa et al. [47, 48] , the width broadening of the mechanical spectra may result from the local heterogeneity, which is consistent with the above analysis. To quantitatively study the impact of silica nanoparticle loading on the segmental relaxation, the relaxation times, τ, of the α relaxation process and sub-Rouse and Rouse relaxation modes for pure PMMA and PMMA/SiO 2 polymer nanocomposites were calculated from the corresponding frequency and temperature at those relaxation peaks in the temperature-dependent mechanical spectra at different frequencies, as shown in Figure 4 , and the temperature dependence of relaxation times is shown in Figure 10 . The relation deviates strongly from the simple thermally activated behavior or Arrhenius behavior. Generally, it could be well fitted by the Vogel-Fulcher-Tamman (VFT) equation [49] [50] [51] :
where τ 0 is the pre-exponential factor, α f is the thermal expansion coefficient of the fractional free volume, and T 0 is the critical temperature (or "Vogel temperature") at which τ diverges. To reduce the uncertainty of VFT equation fitting in the limited frequency range, according to previous works, the values of lnτ 0 of the α process, sub-Rouse modes, and Rouse modes are assumed about to be −14, −10, and −6.9 s, respectively [52, 53] . As shown in Figure 10 , the temperature dependences of relaxation time τ for different relaxation modes are well-described by a single VFT equation. For clarity, the details of the fitting results are given only for pure PMMA and PMMA/SiO 2 -0.5% and 2%. Extrapolation of α relaxation VFT fit to τ = 100 s estimates the T g (denoted as T g,100s ). Furthermore, the dynamic fragility m could be determined from α relaxation VFT parameters as:
pure PMMA and PMMA/SiO2 polymer nanocomposites were calculated from the corresponding frequency and temperature at those relaxation peaks in the temperature-dependent mechanical spectra at different frequencies, as shown in Figure 4 , and the temperature dependence of relaxation times is shown in Figure 10 . The relation deviates strongly from the simple thermally activated behavior or Arrhenius behavior. Generally, it could be well fitted by the Vogel-Fulcher-Tamman (VFT) equation [49] [50] [51] : 
where τ0 is the pre-exponential factor, αf is the thermal expansion coefficient of the fractional free volume, and T0 is the critical temperature (or "Vogel temperature") at which τ diverges. To reduce the uncertainty of VFT equation fitting in the limited frequency range, according to previous works, the values of lnτ0 of the α process, sub-Rouse modes, and Rouse modes are assumed about to be −14, The obtained fitting parameters and fragility m are reported as a function of silica nanoparticle content in Table 1 . 
Silica Content α Process
Sub-Rouse Rouse Fragility is known to be concerned with the interaction between the nanoparticles and polymer: its increase or decrease indicates the attractive or repulsive interaction, respectively [54] . According to the result shown in Table 1 , m hardly changes at φ SiO 2 ≤ 0.5%, but it increases significantly when φ SiO 2 ≥ 0.7%, indicating the attractive interaction at high loading. This is consistent with previous results showing that the interfacial layer can be formed by a physical adsorption effect between the polymer and nanoparticles at high silica loading. The value of α f is related to the sensitivity of the samples to temperature change [42] . We can find that α f ,Rouse > α f ,sub−Rouse > α f ,α , indicating that the longer-chain segmental relaxation is more sensitive to the change of temperature. Moreover, it was also found that the temperature variation of longer-chain segmental relaxation time is larger than that of local segmental relaxation with increasing silica content, proving that the longer-chain segmental motion is more sensitive to the addition of silica nanoparticles. This result is consistent with a previous study which reported that the α relaxation is more significantly affected by the filler in comparison to β relaxation (related with the side-chain rational motion) due to the smaller side chains experiencing little obstruction [55] .
For all relaxation processes, α f increases with the increase of the silica content and decreases when φ SiO 2 ≥ 0.7%. Based on the free volume theory, the fractional free volume V f of polymers above T g can be expressed approximately as follows [56] :
12 of 15 where V g is the fractional free volume of polymer at T g . According to the relation, we obtained that the fractional free volume of longer-chain segmental relaxation is larger than the α relaxation process, due to the bigger value of α f . The variation of this fractional free volume is consistent with the result of positron annihilation lifetime spectroscopy, which reported that the fractional free volume increases rapidly above T ll (T α' ) for cured chlorinated butyl rubber [56] . The variation of α f suggests that a small amount of silica nanoparticles can increase the free volume, leading to the increase of segmental mobility. However, the free volume of the polymer nanocomposites decreases when φ SiO 2 ≥ 0.7%, which is agreement with the results obtained by nonisothermal mechanical spectra.
Conclusions
The local and larger-scale segmental relaxation dynamics of PMMA/SiO 2 nanocomposites with different silica contents over a wide temperature range were investigated by low-frequency mechanical spectroscopy combined with TEM, FTIR, and DSC. For the local α relaxation, with the increasing silica content, the peak temperature hardly changes at φ SiO 2 ≤ 0.5% and increases at φ SiO 2 ≥ 0.7%, while the peak height firstly increases at φ SiO 2 ≤ 0.5% and then decreases. For the larger-scale α' relaxation, composed of sub-Rouse modes and Rouse modes, both the peak temperature and peak height firstly decrease at φ SiO 2 ≤ 0.5% and then increase at φ SiO 2 ≥ 0.7%. At φ SiO 2 ≤ 0.5%, the nanoparticles are uniformly dispersed in the PMMA matrix, and the induced free volume leads to the decrease of peak temperature of α' relaxation. Meanwhile, the short segments of PMMA related to α relaxation can easily bypass the particles, but the longer segments related to α' relaxation cannot, resulting in the opposite behaviors of relaxation unit concentration for the peak heights. However, at φ SiO 2 ≥ 0.7%, the polymer segments were bonded to the nanoparticles due to the physical adsorption effect, leading to the decrease of relaxation unit concentration involved in α relaxation. However, the dissociation of those bonds with heating and the local heterogeneity of polymer chain concentration due to the overlapped interfacial layer can result in the abnormal increase of relaxation unit concentration for α' relaxation. In addition, the time-temperature superposition is invalid for the polymer nanocomposites over the entire temperature range due to the different temperature dependence of relaxation modes, and the larger-scale relaxation shows a larger fractional free volume than α relaxation.
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